VANDENS SIURBLIAI, UAB
Imoneés kodas 144708571
PVM kodas L.T447085716
Giruliy g. 24, Siauliai
L.T78138, Lietuva

APM90 230V SIURBLYS - 136.26 €

Gamintojas

-
V'

APRASYMAS:

IScentrinis siurblys su periferinio tipo darbo ratu. NAUDOJIMO SRITYS

» Vandens, skyscCiu su panaSiomis fizikinémis ir cheminémis savybémis kaip vanduo, tiekimui.
 Vandens slégio didinimui i§ miesto vandentiekio sistemos

¢ Vandens tiekimui i$ Suliniy (<8m)

 Vandens tiekimui is$ talpu

e Rankiniam laistymui ir automatinems laistymo sistemoms

o Svaraus vandens tiekimui i§ vandens telkiniy

TECHNINIU SPECIFIKACIJU DUOMENYS Elektrotechniniai

e Naudojama galia - [W] 750

e [tampa [V] 1~220-240 AC

e Maitinimo tinklo daznis [Hz] 50
¢ Nominali srove [A] 5,0

e Kondensatoriaus talpa [pF] 16



o Siluminé variklio apsauga
¢ Apviju izoliacijos klase F
e Irenginio apsaugos klase [IP] IPX4

Hidrauliniai

e Maksimalus nasumas [1/h] 2100
e Maksimalus kélimo aukstis [m] 90
¢ Maksimalus jsiurbimo aukstis [m] 8

Kiti

« Siurblio korpuso medziaga: ketus

 Darbo rato medziaga: zalavaris

Mechaninis sandariklis

Siurbiamas skystis: vanduo

SkyscCio temperatira [°C] 0/+40

Maksimali aplinkos temperatura [°C] +40

e Isiurbimo/iSmetimo antgaliai: 3/4” / 3/4" vidinis sriegis
e Svoris su pakuote [kg] 10,7

Gamintojas: LEO PUMP

SPECIFIKACIJOS:

Maks. nasumas (m3/val) 2.1

[tampa, V 230

Maks. kélimo aukstis (m.) 90

Variklio galingumas (kW) 0.75

Garantija (men.) 24 meénesiai


https://leopump.com/en/products/peripheral-pump-apm.html

Application

@ Can be used to transfer clean water or other liquids similar to
water in physical and chemical properties

e Suitable for small living water supply, automatic water sprinkler
system, small air conditioner system or supporting equipment etc.

Pump

@ Special anti-rust treatment for cast iron pump body and support
® Brass impeller

® AIS| 304 shaft

® Max. liquid temperature: +60°C

® Max. suction: 8 m

Motor

Low noise&Long life bearing

Motor with copper winding

Built-in thermal protector for single phase motor
Insulation class: F

Enclosures class: IPX4

Max. ambient temperature: +50°C

IE 2 motor (AP110, AP150)

Identification Codes
AP m 37

—I_— Power(x10 W)
Single Phase Motor
(Omitted for three-phase motor)

Peripheral Pump
LEO Product Style




