4DW

Submersible Borehole Pumps

4DWG 4DWP
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Application 6 . . 2 . . 4. . .6 § . In’:|p g.p.‘m Appllcatlon L L L 1 1 1 1 1 ! ! .L L L L L
o For water supbly from walls of reservoirs 200 ] ® For water supply from wells or reservoirs. L2 % ¢ § ¢ ¢ % 9 W TFeR
oFor domesticplrj)sye for civil and industrial é lications 180 600 e For domestic use, for civil and industrial applications. o T
oF R, PP ’ ® For garden use and irrigation. 350
or garden use and irrigation. 160 100
- 500 . . - 4DWP150CS | o
Operating conditions £ Operating conditions E .
oM p. gd tent: 3% E ® Maximum fluid temperature up to +40C E 80 [ 5
.Mzi:mﬂm isrinme(r:sczgn?qé m° £ 120 400 ® Maximum sand content: 0.15% e 70
o Minimum well diameter: 4" é 100] ° M-a)l(lmum immersion: 50m é 60 200
£ 200 @ Minimum well diameter: 4 E o ADWP750S
2 2 L 150
Motor and Pump g% Motor and Pump 8 4
® Rewindable motor £ 60 200 : 3 5  1co
o
e Three-phase: 380V-415V/50Hz = : Rewindable m.otor ° .
e Single-phase: 220V—240V/50Hz 40 E"ef'phhase' 32820&"421 fov\;?soomz 5
- ) . 100 ® Single-phase: - z 10
e Equip with start control box or digtial auto—control box 20 o Equip with start control box or digtial auto—control box , \
e Curve tolerance according to ISO 2548 © 5 10 15 2 22 % ¥ X £ 0 omhr
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Capacity Q »
"
4DWG1.2/50-0.37
4DWP(m)750S

—|: Rated Power (kW)
Rated Head (m)

Rated Flow (m3/h)

Screw Rod Type

Submersible Borehole Pumps
Min. Well Diameter: 4"

Stainless Steel Connector

(omitted for copper connector)
L Rated Power (W)
Single—phase Motor
Peripheral Type Impeller
Submersible Borehole Pumps
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Components Material M Min. Well Diameter: 4
Delivery casing AISI 304 SS
Strainer AISI 304 SS Components Material
Motor external casing AlSI 304 SS Delivery casing AISI 201 SS
Top cover Cast—iron G20 UNI5007 Suction lantern AlSI 201 S8
Bottom support AISI 304 SS Diffuser AlSI 201 SS
Mechanical seal Special seal for deep well(carbon-SIC/TC) Impefler Cast-Cu ASTM280 6
y Strainer AISI 304 SS 4
Shaft AISI 304SS-C1045
Bearing NSK ) 3 Motor external casing AISI 304 SS i
Top chock (1) Cast-Cu ASTM280 (2) Cast iron G20 UNI5007
Bottom support AIS| 304 SS
Niooham - P
lechanical seal Carbon/ceramic \* \£
H Shaft AISI 304ss-C1045 )
Technical Data S — MD

Seal lubricant oil

Qil for food machinery and pharmaceutic use.

Model Capacity Head  Outlet Spead ol e (i)
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220V/240V

HP

(m*/h)

(m)

(inch)

(1/min)
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4DWGm1.2/50-0.37 | 0.37 | 0.5 1.2 50 1" 2850 96 540 .

4DWGm1.8/50-05 | 0.5 | 0.7 18 50 1" 2850 96 560 Technical Data

4DWGm15/60-055 | 0.55 | 0.75 15 60 1" 2850 96 580 Model Delivery

4DWGm1/100-055 | 0.55 | 0.75 1 100 1" 2850 96 580

4DWGM1.2/100-075 | 0.75 | 1 12 100 1" 2850 96 620 220\1””2 0V (;-: 125

4DWGM15/75-0.75 | 0.75 | 1 15 75 1" 2850 96 600

4DWGmM2/60-0.75 | 0.75 | 1 > 50 m 2850 9 500 4DWPm750S | 0.75 1 58 | 52 | 46 | 40 | 34 | 28 | 22 | ‘6 | 0 | =
4DWGm1.2/150-1.1 1.1 1.5 1.2 150 1" 2850 96 680 4DWPmM1100S 1.1 1.5 Hm) 100 | 89 79 69 59 48 38 58 -7 7
4DWGM15/120-11 | 1.1 | 1.5 15 120 1" 2850 9% 680 4DWPm1500S 15 2 110 | 99 | 88 | 78 | 67 | 56 | 45 | 34 | 25 | 12
4DWGm1.8/100-1.1 | 1.1 | 1.5 18 100 1" 2850 96 680




