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6" 

relief and energy saving 

• 
• 

 System payback < 2 years
• 

 SKU Reduction
• 

 Increased lifetime
• Higher power density*

 Lightweight

• 
• 

 Optimum aggregate operation - pump matches system any time

• 
 Increased lifetime
 No additonal investment

• 
 Smaller drop lead cross size

• 
 

• 
 No power compensation needed

• 

• 
• 
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PN

du/dt Filter du/dt Filter

4,0

308 010 016* 308 010 116* 308 010 216* 308 010 316*

308 014 023 308 014 123* 308 014 223 308 014 323*
11

308 014 038
308 014 131*

308 014 238 308 014 338*

308 014 138*

22

308 016 061

308 016 146*

308 016 261 308 016 361*26
308 016 161*

308 016 087* 308 016 187*

•
•
•
•

• Power Supply:  200V & 500V
•
•
• Motors in 316SS and 904L

Process Control Pressure 
sensor

Level 
sensor Drive slot card 

Flow switch 

mandatory
P mandatory mandatory
H mandatory mandatory

Yes* mandatory
Q mandatory mandatory
H mandatory mandatory

Yes* mandatory
Q mandatory mandatory
P mandatory mandatory

Direct Mode No Yes** No No No

Manual Mode No Yes*

No Yes* mandatory

** need to be evaluated to PLC
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PN Thrust nN
I
N

IA / IN* PF TN TA 
/ TN*

4 3000 / 3600 8 1 88 0,95 12,9 1

3000 / 3600 10 1 89 0,95 17,5 1

3000 / 3600 13 1 89,5 0,95 23,8 1

3000 / 3600 18 1 91,5 0,95 29,6 1

11 3000 / 3600 20 1 92 0,95 35 1

3000 / 3600 23 1 92,5 0,95 41,5 1

3000 / 3600 26 1 92,5 0,95 46,1 1

3000 / 3600 32 1 92 0,95 59 1

22 3000 / 3600 39 1 93 0,95 70 1

26 3000 / 3600 46 1 92,5 0,95 82,6 1

3000 / 3600 54 1 91,5 0,95 95,5 1

3000 / 3600 72 1 90 0,95 117,8 1
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6" 

Motor Features:
• 
• PE2/PA winding as a standard
• SandFighter® SIC seal system 
• Easy rewinding - winding housings removable 
• 
• 
• 
• 

• 
• 
• 
• 
• 20 Starts per hour 
• 
• Motor lead in 4m length 
• 

Motor Options:
• 
• 

 VFD PT100 Plug-in Card (308 170 202) necessary
• 

PN

904L

308 010 xxx 4 - 7,5 262 010 8711 262 010 6711 262 010 7711

308 014 xxx 9,3 - 18,5 262 014 8711 262 014 6711 262 014 7711

308 016 xxx 22 - 37 262 016 8711 262 016 6711 262 016 7711
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DOL PN Ø
2

H / B Length Lead Lead seal Kit

1 4G4 8,2 x 23,0 4 308 710 101 308 660 812

1 4G6 9,0 x 25,0 4 308 710 103 308 660 813

Electrical Connection

DOL

dU
dt

U1

V1

W1

U2

V2

W2
PE PE

L1

L2

L3

U/T1

V/T2

W/T3

~ _

~ _

PE PE PE

V

U

W 3~
M

U PE
brown grey yellow/green

H

Ø

B

*Cables are designed for submerged operation.

Motor Drop Lead

PN

4 6 10 16 25 35 50
4 160 250 410 - - - -

140 200 340 530 - - -
100 150 250 390 - - -
75 110 190 300 460 - -

11 65 100 160 260 400 - -
55 85 140 220 340 460 -
- 70 120 190 300 400 -
- 60 100 160 240 320 440

22 - - 80 130 200 270 370
26 - - 65 110 170 230 320

- - 55 90 140 190 270
- - - 65 100 140 200
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Motor Design

Construction Materials

904L

Shaft Extensions 1.4021 1.4462 1.4462

Slinger NBR NBR NBR

Seal SiC/SiC SiC/SiC SiC/SiC

End bell, NEMA 1.4308 1.4408 1.4539

Stator Shell 1.4301 1.4571 1.4539

Diaphragm EPDM EPDM EPDM

Diaphragm  Cover 1.4301 1.4404 1.4539

PT100

4 x M12

DOL

Ø 

L

72
,9

 ±
0,

1

143

35
 (1

,3
8)

5,
5+

0,
35

   
 0

Ø 46
(1,81)
Ø 32,2
(1,27)

Ø 25 + 0
- 0,033

P
Motor 

Lengths
L 

Motor weights
[ B H L

Motor
655 41 46 155 270 905

809 56 61
155 270 1135

971 72 77
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25

Kit 1

4,
0 

- 2
6,

0 
kW

Kit 1

30
,0

 - 
37

,0
 k

W

26 26

24

23

22

21

20

16

18

12

12

36

14

11

34

43

7

41

9

10

1

42

4

6

Kit 3

Kit 3

Kit 4

Kit 4

Kit 4

316SS-156 357 102

Kit 5

Kit 3

Kit 6

Kit 2

Kit 1

15 Kit 3/4

Kit 2

Kit 1

Kit 3

Kit 4

27

28

29

28

17

31

33

31

17

Kit 1/3

Kit 2

Kit 2

Kit 3

32

Kit 3

156 360 101

156 360 101

5,5 - 26kW - 162 110 801
30 - 37kW - 162 110 802

304SS - 152 585 111

304SS / 5,5 - 26kW - 162 109 801
304SS / 30 - 37kW  - 162 109 802

177 088 901

304SS/316SS - 156 528 101

304SS - 155 700 101

DOL / 304SS - 177 087 102

Seal - 308 001 401

156 527 101

13 Kit 4

5 Kit 4

6.1 Kit 3/4

42.1 Kit 3/4

35Kit 7

316SS - 152 585 112

316SS / 5,5 - 26kW - 162 109 811
316SS / 30 - 37kW  - 162 109 812

316SS - 155 700 201
904L    - 155 700 301

904L    / 5,5 - 26kW - 162 109 821
904L    / 30 - 37kW  - 162 109 822

DOL / 316SS - 177 087 202

DOL /  904L   - 177 087 802

 904L   - 152 585 113

304SS-156 357 101

904L  - 156 357 103

8 Kit 5

904L - 151 988 103

15Kit 3/4

see page 160

see page 160

see page 157

Kit 1 Thrust Bearing Kit Pos.: 17; 25; 26; 27; 36

Kit 2 Radial Bearing Kit Pos.: 12; 28

Pos.: 1; 4; 6.1; 15; 17; 20; 34; 42.1, 43

Kit 4
Pos.: 5; 6; 6.1; 9; 13; 15; 24; 42; 42.1

Pos.: 5; 6; 6.1; 9; 13; 15; 24; 42; 42.1

Pos.: 8; 10

Kit 6 Pos.: 7

Kit 7 PT100 Kit Pos.: 35 see page 222
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PN Rotor

327 086 701K 161 122 805K
327 075 701K 161 122 802K
327 076 701K 161 122 803K

PN  Turns per
coil

 
 Isolation

Group 
connection  length 

Resistance 
coil 

Resistance 
 

327 086 999 1,3 / 2,2 PE2/PA Serie Y 212 0,2393 1,914

327 075 999 2 / 3,1 PE2/PA Serie Y 161 0,0794 0,635

327 076 999 1,7 / 2,7 PE2/PA Serie / 
Parallel Y 276 0,1797 0,359

 400 >
20 >
4 >
1       

Motor Repair Instructions

308 018 624

Motor Mounting Kit 308 239 214
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• 
• 

• 

IN 400 - 840V DC - min starting voltage 440V

IN

Starts per hour 20 ; with min 3min rest period
Motor connection N

IN at rated Ambient temperature (40°C)
N (1min/10min)

                  IP21: 1,1 x IN 

0- fN

Control 
characteristics

- 40°C  optional for IP66
Storage temperature
Altitude 3000m (>1000m with derating)

EMC Immunity & Emisions

RS 485 Standard: Modbus
Ethernet Standard: Modbus 

I/O connections Digital Input (DI) 6x
Analog Input (AI) 2x

1x
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IP21 IP66
D

H

W

18

W

H

D

:
• 200V - 230V
• 
• 
• 
• 
• 
• 

IN

308 010 016/116 314 000 108 21 16 144 x 419 x 214 10,0

308 014 023/123 314 000 101 21 23 144 x 419 x 214 10,0

308 014 038/138 314 000 102 21 38 195 x 557 x 229 20,0

308 016 061/161 314 000 103 21 61 195 x 557 x 229 20,0

308 016 087/187 314 000 104 21 87 237 x 660 x 259 37,5

IN

308 010 216/316 314 000 109 66 16 233 x 368 x 214 14,9

308 014 223/323 314 000 105 66 23 233 x 368 x 214 14,9

308 014 238/338 314 000 106 66 38 350 x 500 x 236 31,5

308 016 261/361 314 000 107 66 61 350 x 500 x 236 31,5
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Output Filter
Output Filter Features:

• lengths 

• 
• motor 

feeding

Output Filter Options:
• 

• 

• Voltage 380 - 500V
•
•
• Ambient Temperature

Filter
order code

IN weight

a b c n1 n2 d
308 010 016
308 014 023 314 005 101 23 125 100 165 55 100 5 3,4 2,5 - 16 2,5 - 5,0

308 014 038 314 005 102 38 155 110 190 57,5 130 8 4 2,5 - 35 2,5 - 5,0
308 016 061 314 005 103 61 155 130 215 72 130 8 6 2,5 - 35 2,5 - 5,0
308 016 087 314 005 104 87 190 130 260 60 170 8 10 16 - 50 3,0 - 6,0

Filter outlines

Filter
order code

IN cable weight

a b c e
308 010 216
308 014 223 314 005 110 23 300 260 135 250 230 2x24-35 8 2,5 - 16 2,5 - 5,0

308 014 238 314 005 111 38 300 260 135 250 230 2x24-35 12 2,5 - 35 2,5 - 5,0
308 016 261 314 005 112 61 450 360 215 400 330 2x32-42 22 2,5 - 35 2,5 - 5,0

Filter outlines
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Filter
order code

IN weight

a b c n1 n2 d
308 010 116 314 005 105 16 240 185 285 95 190 11 19 2,5 - 35 2,5 - 5

308 014 123/131 314 005 106 31 240 205 270 115 190 11 24 2,5 - 35 2,5 - 5
308 014 138/146 314 005 107 46 300 225 354 133 250 11 42 16 - 50 3 - 6

308 016 161 314 005 108 72 360 310 425 135 300 11 52 16 - 50 3 - 6
308 016 187 314 005 109 105 360 310 425 126 310 11 61 25 - 95 6 - 12

Filter outlines

Filter
order code

IN cable weight

a b c e
308 010 316 314 005 117 16 300 300 215 250 330 2x24-35 34 2,5 - 35 2,5 - 5
308 014 323* 314 005 113 23 520 480 480 240 440 2x24-35 75 2,5 - 35 2,5 - 5
308 014 338* 314 005 115 38 660 560 590 310 520 2x24-35 100 16 - 50 3 - 6
308 016 361* 314 005 116 72 660 560 590 310 520 2x38-48 110 16 - 50 3 - 6

*Floor mount
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Motor Filling Kit

-
trate must be ordered separately).

4" Encapsulated

6" / 8" / 10" / 12" Rew Motors
6" / 8" Rew PM Motors

SW
BLK
GR
GRE

BR
BRO

Trip points:
PVC = 55°C
PE2/PA = 75°C

BL
BLU

Ø
2

D Lead
6" Rew Redesign 

8" / 10" / 12"
904L 904L

PT 100 4X0,5 8 10 308 016 501 308 016 522 308 016 401 308 016 422
PT 100 4X0,5 8 20 308 016 502 - 308 016 402 -
PT 100 4X0,5 8 30 308 016 503 - 308 016 403 -
PT 100 4X0,5 8 50 308 016 505 308 016 526 308 016 405 308 016 426

PT100 Rewindable Motors
• PT100
•
•
•
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Application:
Material: 304 / 316 SS
NEMA standard measuring on motor shaft
separation washer between motor & pump shafts

Outline Drawing: 6" Couplings

Coupling Material    

1.4005 (304)
19,075 / 19,063 20,70 / 20,52 4,84 / 4,79

1.4401 (316SS)

1.4005 (304)
20,025 / 20, 013 22,76 / 22,60 6,05 / 6,00

1.4401 (316SS)

1.4005 (304)
22,025 / 22,013 25,53 / 25,32 8,03 / 7,98

1.4401 (316SS)

1.4005 (304)
22,250 / 22,238 24,54 / 24,36 6,43 / 6,38

1.4401 (316SS)

1.4005 (304)
25,025 / 25, 013 28,70 / 28,30 8,03 / 7,98

1.4401 (316SS)

1.4005 (304)
25,425 / 25,413 27,74 / 27,56 6,43 / 6,38

1.4401 (316SS)
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DC Disconnect

-

0 - 11A/800V DC - 308 170 313
12 - 22A/800V DC - 308 170 325
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Notes
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