EH 9 - TECHNICAL DATA

MOTOR NOMINAL Capacitor

POWER 450V Dimensions [mm] Weight

Motor
Size

EH 9/2 0 75 0 91 118 380 144 207

EH9/3 71 11 1.5 1.35 30 6.3 118 380 144 207 74 101 - 13.2

EH9/4 80 15 2 1.74 30 8.2 148 452 162 214 74 128 - 17

EH 9/5 90 2.2 3 2.51 60 1.1 178 527 179 221 74 172 - 23

EH9/6 90 2.2 3 2.89 60 12.7 208 557 179 221 74 172 192 23.8

EH9/7 90 2.2 3 3.30 60 14.5 238 587 179 221 74 172 222 244

MOTOR NOMINAL INPUT CURRENT g A
Motor POWER [A] Dimensions [mm] Weight

[Ka]

EH 9/2T 71 0.75 1 0.87 2.7 1.6 118 382 144 207 74 101 - 11.2

EH9/3T 7 11 1.5 1.24 3.8 2.2 118 382 144 207 74 101 - 12

EH 9/4T 80 1.5 2 1.70 5.5 3.2 148 449 162 214 74 128 - 15.8

EH 9/5T 90 2.2 3 2.20 JA 4] 178 526 179 221 74 172 - 21.8

EH 9/6T 90 2.2 3 2.61 8.2 47 208 556 179 221 74 172 192 224

EH9/7T 90 3 4 3.08 9.5 55 238 621 179 221 74 172 222 26

EH 9/8T 90 3 4 349 10.4 6.0 268 651 179 221 74 172 252 26.6
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EH 9 - PERFORMANCE CURVES 50 HZ

ft

320 ¢

300 f

280

260

240

220 +

200 f

Total Head

140 ¢

120 p

100 f

80

60 |

4t

20F

Efficiency

NPSH

180

160 |

m
100

90

80

70

60

50

40

30

20

Franklin Electric

'EHO/8
‘\
=
T~ ~N
EH9/7 N
e N
\\
o~y
\\
~— N
|EH9/6 N N
— N AN
N N\
N\
I \\
EH 9/5 N N\
“ N\
N\
o N\ N\
N \\ \\ \\
—1EH9/4 NI\ N\
T N N\ \
T~ N\
AN \ \\
\ .
~ EHO/3 ] s NN\
N A AN \
—— NN\
NN\
————{EH9/2 N ANANVEA
N A AN
AN \N
\\77\ I
T S
N N N
N N\,
NN
0 2 4 6 8 10 12 14 16 mh
0 20 40 60 80 100 120 140 160 180 200 220 240 260 I/min
T —
_~
o~
0 2 4 6 8 10 12 14 16 m¥h
4’47
0 2 4 6 8 10 12 14 16 m¥h
0 20 40 60 80 100 120 140 160 180 200 220 240 260 |/min
0 10 20 30 40 50 60 70 USgpm

Flow

The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B
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