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Technical data 1
SAEK.
ELE"ROPOMPE Receiver From
Company name SAER ELETTROPOMPE SPA
Respons. Department
Person in charge
Phone number
Fax no
E-mail address
1[[)2 Head — Operating data specification
i 3
2008 - Nominal flow m3h 0
95- e - Nominal head m 0
JAE I L Static head m 0
85- -
80 el NPSH - value of plant m 0
;i U i Inlet pressure bar 0.09793
654 N Fluid Water, pure
2& 6250 Operating temperature t A °C 20
50- Density att A kg/dm3 0.9983
;‘i o BIA Kin. viscosity at t A mm2?/s 1.005
35 Pump
30- Pump name NCB 50-250 N A
25-
20 Size 65/50/250
152 Design
104 -
Speed 1/min 2900 No of stages 1
w3 Shat power P2 Impeller ty pe
20- p yp
152 Nominal m3/h
1& Flow Max- m3/h 100
in- 3,
(% Efficiency — D | 23
603 @ Nominal m
SO_E % Head Max- m 99.9
403 :‘” Min- m 53.8
3 S Head H(Q=0) m 100
[m]-5 NPSH-values g
7 o & NPSH 3% m
6- 3
5- 3 Max. working pressure bar 9.82
43: & Shaft power KW
P R e 5 Efficiency %
100 MM vax absorbed power kW 27.036

Materials Pump

Dimensions in mm

Shaft Stainless steel AISI 431 (1.4057)
Impeller Cast iron EN-GJL-250

Pump body Cast iron EN-GJL-250

Seal disc Cast iron EN-GJL-250

Gasket Natural fiber

Mech. seal EN 12756

Seal face

Silicon carbide

Seat

Silicon carbide

Rubber elements

FPM rubber

Spring and metal bellows

Stainless steel AISI 316

Motor

Frame size

Manufacturer / Ty pe

a 100 n2 250
A 3/8" s 14
B 3/8" t 26.9
b 65 u 8
C 1/4"  w 260
dké 24 X 100
D 3/8"

DNA DN 65

DNM DN 50

f 360

hi 180

h2 225

| 50

ml 125

m2 95

nl 320

DNA

Rated ici S I I |
power kW Efficiency 4/4 [¢] 102 c 122 _== |

- - D 165 D 185 -
Electric current A Speed 1/min DN 50 DN 65 @ ma,
Electric voltage % ‘ Hz K 125 K 145

n° 4 n° 4
Starting mode on 19 on 19 G
Degree of protection ‘ Insulation class
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Performance curves 2
aSAAEEw NCB 50-250 N A
ELE"ROPOMPE Receiver From
Company name SAER ELETTROPOMPE SPA
Respons. Department
Person in charge
Phone number
Fax no
E-mail address
Operating area Flow Head Impeller ty pe
Operating data specification 0 m3/h 0 m Impeller construction Closed
Sense of rotation Clockwise from the drive end
Pump data m¥h m Outlet width DN 50
Flow Head Shaft power P2 Speed 1/min | 2900
Min. | Max. ng. H(Q=0) ng_ P2(Q=0)] Max. MQX_ Frequency Hz
m3/h m3/h m3/h m m kw kw kw
25 100 64.7 100 87.5 27 24.4

Performance data based to: Water, pure [100%] ; 20°C; 0.998kg/dm3; 1mm?/s

UNI EN 1SO 9906:2012 - Grade 3B

[m]3 Head -
104
1004
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ELETTROPOMPE

Spare parts
NCB 50-250 N A
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