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Item n° : Curve tolerance according to ISO 9906
1D4111G6U H/m 7 Head — CP-G 65-9250E Ap / MPa
ool = T |—CPGesT380;
odel : =
807 — CP-G 65-6150| 0.8
CP-G 65-1900/A/BAQE/2,2 IE3 70 ;’\ — CP-G 65-5500F-0,7
E — CP-G 65-4700 0.6
Pump data 00 O |=crGes4i00f
505’\ —CP-G 65-3400f *°
MEI > 0,60 40 g\ — CP-G 65-2640 04
30*‘_\ — CP-G 65-2280F 03
Pressure rating : PN 16 = — CP-G 65-1900F
205\,\ £ 0,2
Min. fluid temperature : -10°C = — CP-G 65-1470EF
10=< 0,1
Max. fluid temperature : 140°C 3 |« Application range » ” = 0
Max. Ambient temperature : 40°C NPSH/ m E NESH:values
i
Requested data E
3=
Flow : 2 é
Head : 1 7;
-1 Shaft power P2
Fluid (%) : P, | KW =
Fluid Temperature : 20°C 20%
Density : 998,3 kg/m?® 3
Kinematic viscosity : 1,005 mm?/s 10?//’/
Vapor pressure : 0,00 MPa 0 L L A B B B
0
Hydraulic data (duty point)
Flow :
Head :
NPSH :
Shaft power P2 :
Efficiency :
Materials
Pump body Cast iron 250 UNI ISO 185
Support Cast iron 250 UNI ISO 185 “
F
Impeller Cast iron 250 UNI ISO 185
Mechanical seal SEE "SHAFT SEAL" SECTION
ORring EPDM Rubber
Weight : 68 kg
Shaft with rotor AISI 304 X5 Cr Ni 1810 UNI 6900/71
Dimensions in mm
A 130 H1 107
Motor data B1 144 H2 279
B2 126 L 360
Norminal po 22 kW (o} 144 L1 180
ominal power N y D 65 L2 180
Rated speed : 2.880 1/min D2 145 M M16
D3 185 S 4 x 318
Rated voltage : 3~ 400V 50 Hz H 583
Nominal current : 46A Pump connection
Degree of protection : IP 55 Suction side : DNG65 / PN16
Discharge side : DN65 / PN16
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CP-G 65-1900/A/BAQE/2,2 IE3
Curve tolerance according to ISO 9906

H/m J Head — CP-G 65-9250F 5,/ MPa
= —CP-G657350
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30 03
257 =025
20 £0.2
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0 0
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3
2,55
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1,55
=
0,54
P /kW Shaft power P2
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Hydraulic data (duty point)
Suction side : Discharge side : Flow : Head : Rated speed :
DN 65 DN 65 2.880 1/min
PN 16 PN 16
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Dimensions in mm

Pump connection

1 A 130 L2 180

2 B1 144 M M16 Suction
3 B2 126 S 4x 318 DN 65
4 g ;‘5‘4 PN 16
g D2 145

7 D3 185 Discharge
8 |H 583 DN 65
9 H1 107 PN 16
10 |H2 279

11 L 360

12 | L1 180
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	CM-CP my11        (Q=  H=)
	CP-G 65-1900/A/BAQE/2,2 IE3: DAB - scheda tecnica pompe in linea (voltages) no brand mot MEI
	CP-G 65-1900/A/BAQE/2,2 IE3: DAB - hydraulic con PN
	CP-G 65-1900/A/BAQE/2,2 IE3: DAB - dimension - con PN


